Parapet Jts.

Const, Jt.

-3l Non-staining gray one component non-sag elastomeric

103, gun grade polyurethane sealant

‘-»—— et /] of ASTM C-920, Type S, Grade NS, Class 25. Use T
N with @ 5" backer rod.

L' Preformed Selif-Expanding Cork Joint Filler
according to Article 1051.07 of the Std. Spec.
Cost included with Concrete Superstructure. i

Const. Jts. at Plers 5*" Aluminum sheet

meeting the requirements

53" ¢ Backer Rod\\

STATE OF ILLINOIS

107

(Optional)
minimize reaction with wet

Const. Jt. /
(Mandatory)

ASTM B 209 alloy 3003-H14 coated to

concrete. Cost

included with Concrete Superstructure

PARAPET JOINT DETAILS

Notes:
Structures.

The exterior surfaces of the drains shall

strength hoop tensile stress of 30,000 p.s.i. minimum.

278" l

85

Nel
v . >
- N
\\

BAR s(E)

v

l -7

47

pr3n

-8

r

1-10"

=
I 1

The exterior surfaces of the floor drains shall be painted with the finish coat
as specified in the special provisions for Cleaning and Painting New Metal

be cleaned according to

Society of Profective Coatings Spec. SSPC-SPI prior to painting.
Fiberglass pipe shall conform to ASTM D 2996, with short-time rupture

Notes:

Reinforcement bars in diaphragm are billed with
superstructure on sheet S-7.

Concrete in diaphragm is included with Concrete
Superstructure on sheet S-7.

The S(E) and s;(E) bars shall be placed parallel to the
beams. Spacing for these bars shall be at right angles
to the beams.

Epoxy grout ds(E) bars in 6" (min.) drilled holes
according to Section 584 of Standard Specification
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DEPARTMENT OF TRANSPORTATION

of the Standard

Specifications

to the material properties of Article 1052.02(a)
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DIAPHRAGM ELEVATION AT ABUTMENT

MIN. BAR LAP

#6

£/-gr

DIAPHRAGM DETAILS
WHITEHALL AVENUE OVER
ADDISON CREEK
F.A. RTE. 4025
SECTION 09-00071-00-BR
COOK COUNTY
STATION 30+67.04
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Specifications. Cost included with f '
Structural Steel.
SECTION A-A

Dimensions at right angles to abutment, except as shown.

STRUCTURE No. 016-7618
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SHEETS
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